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Product

Purpose

Features

General
Speci�cations

623-006    Yellow  84        #18-#10 UL, CSA           600 V      Pack of 50  

                                      Max. 2 #12 w/1 #14

623-007    Red      86            #18-#8 UL                 600 V      Pack of 50

                                       #18-#12 UL, CSA 

                                            Max. 5 #12    

623-000    Grey     XL            #18-#10 UL               600 V       Pack of 50

                                       #18-#12 UL, CSA

                                            Max. 4 #10

623-008    Blue     89             #12-#8 UL                600 V       Pack of 50

                                           #14-#6 CSA

                                     Max. 3 #8 w/ 1 #12

Wire Connectors - Winged, UL Listed, CSA Approved

The DiversiTech Wire Connectors make electrical work a 
breeze with quick, secure connections for positive 
continuity. 

• Wings give surer grip.
• O!set center design provides great twising leverage.
• Expandable square-wire spring instantly adjusts to
   shape and size to create a strong, vibration-resistant
   connection.
• Color-coded
• High-dielectric thermoplastic shell resists chemical
   action from hydrocarbons, dilute acid, or alkaline  
   solutions.
• Deep skirt design prevents exposure of bare wire.
• Same tough shell as screw-on type.

• Insulation operating temperature: 105°C (221°F) MAX
• UL Listed
• CSA Approved
• Warranty - 1 year

General Characteristics

Model Color    Size              Compatible                     Max            Shipping         

                                         AWG                        Voltage           Multiple   

Wire Connectors

623-000

623-006

623-007

623-008


